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Subpart A—General

§192.1 What is the scope of this part?

(a) This part prescribes minimum
safety requirements for pipeline facili-
ties and the transportation of gas, in-
cluding pipeline facilities and the
transportation of gas within the limits
of the outer continental shelf as that
term is defined in the Outer Conti-
nental Shelf Lands Act (43 U.S.C. 1331).

(b) This part does not apply to—

(1) Offshore gathering of gas in State
waters upstream from the outlet flange
of each facility where hydrocarbons are
produced or where produced hydro-
carbons are first separated, dehy-
drated, or otherwise processed, which-
ever facility is farther downstream;

(2) Pipelines on the Outer Conti-
nental Shelf (OCS) that are producer-
operated and cross into State waters
without first connecting to a trans-
porting operator’s facility on the OCS,
upstream (generally seaward) of the
last valve on the last production facil-
ity on the OCS. Safety equipment pro-
tecting PHMSA-regulated pipeline seg-
ments is not excluded. Producing oper-
ators for those pipeline segments up-
stream of the last valve of the last pro-
duction facility on the OCS may peti-
tion the Administrator, or designee, for
approval to operate under PHMSA reg-
ulations governing pipeline design,
construction, operation, and mainte-
nance under 49 CFR 190.9;

(3) Pipelines on the Outer Conti-
nental Shelf upstream of the point at
which operating responsibility trans-
fers from a producing operator to a
transporting operator;

(4) Onshore gathering of gas—

(i) Through a pipeline that operates
at less than 0 psig (0 kPa);

(ii) Through a pipeline that is not a
regulated onshore gathering line (as
determined in §192.8); and
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(iii) Within inlets of the Gulf of Mex-
ico, except for the requirements in
§192.612; or

(5) Any pipeline system that trans-
ports only petroleum gas or petroleum
gas/air mixtures to—

(i) Fewer than 10 customers, if no
portion of the system is located in a
public place; or

(ii) A single customer, if the system
is located entirely on the customer’s
premises (no matter if a portion of the
system is located in a public place).

[36 FR 13257, Aug. 19, 1970, as amended by
Amdt. 192-27, 41 FR 34605, Aug. 16, 1976;
Amdt. 192-67, 56 FR 63771, Dec. 5, 1991, Amdt.
192-78, 61 FR 28782, June 6, 1996, Amdt. 192-81,
62 FR 61695, Nov. 19, 1997, Amdt. 192-92, 68 FR
46112, Aug. 5, 2003; 70 FR 11139, Mar. 8, 2005;
Amdt. 192-102, 71 FR 13301, Mar. 15, 2006;
Amdt. 192-103, 72 FR 4656, Feb. 1, 2007]

§192.3 Definitions.

As used in this part:

Abandoned means permanently re-
moved from service.

Active corrosion means continuing
corrosion that, unless controlled, could
result in a condition that is detri-
mental to public safety.

Administrator means the Adminis-
trator, Pipeline and Hazardous Mate-
rials Safety Administration or his or
her delegate.

Alarm means an audible or visible
means of indicating to the controller
that equipment or processes are out-
side operator-defined, safety-related
parameters.

Control room means an operations
center staffed by personnel charged
with the responsibility for remotely
monitoring and controlling a pipeline
facility.

Controller means a qualified indi-
vidual who remotely monitors and con-
trols the safety-related operations of a
pipeline facility via a SCADA system
from a control room, and who has oper-
ational authority and accountability
for the remote operational functions of
the pipeline facility.

Customer meter means the meter that
measures the transfer of gas from an
operator to a consumer.

Distribution line means a Dpipeline
other than a gathering or transmission
line.

Electrical survey means a series of
closely spaced pipe-to-soil readings

§192.3

over pipelines which are subsequently
analyzed to identify locations where a
corrosive current is leaving the pipe-
line.

Engineering critical assessment (ECA)
means a documented analytical proce-
dure based on fracture mechanics prin-
ciples, relevant material properties
(mechanical and fracture resistance
properties), operating history, oper-
ational environment, in-service deg-
radation, possible failure mechanisms,
initial and final defect sizes, and usage
of future operating and maintenance
procedures to determine the maximum
tolerable sizes for imperfections based
upon the pipeline segment maximum
allowable operating pressure.

Exposed underwater pipeline means an
underwater pipeline where the top of
the pipe protrudes above the under-
water natural bottom (as determined
by recognized and generally accepted
practices) in waters less than 15 feet
(4.6 meters) deep, as measured from
mean low water.

Gas means natural gas, flammable
gas, or gas which is toxic or corrosive.

Gathering line means a pipeline that
transports gas from a current produc-
tion facility to a transmission line or
main.

Gulf of Mexico and its inlets means the
waters from the mean high water mark
of the coast of the Gulf of Mexico and
its inlets open to the sea (excluding
rivers, tidal marshes, lakes, and ca-
nals) seaward to include the territorial
sea and Outer Continental Shelf to a
depth of 15 feet (4.6 meters), as meas-
ured from the mean low water.

Hazard to navigation means, for the
purposes of this part, a pipeline where
the top of the pipe is less than 12
inches (305 millimeters) below the un-
derwater natural bottom (as deter-
mined by recognized and generally ac-
cepted practices) in waters less than 15
feet (4.6 meters) deep, as measured
from the mean low water.

High-pressure distribution system
means a distribution system in which
the gas pressure in the main is higher
than the pressure provided to the cus-
tomer.

Line section means a continuous run
of transmission line between adjacent
compressor stations, between a com-
pressor station and storage facilities,
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